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Abstract
Energy efficiency is nowadays one of the biggest
concerns worldwide. It has become one of the criti-
cal matters to any country and industry particularly
in South Africa. Because of the complexities and
challenges found in industries and especially in
foundry, many strategies have been established to
measure and regulate more efficiently the energy.
Many studies have been conducted in steelmaking
process and electrical arc furnace using foaming
slag to reduce energy consumption. As such, in this
case study, the experiment will be conducted in a
small foundry metal casting laboratory using an
Induction Furnace (IF), which will reduce energy
usage by using the foaming slag and as well point-
ing out the importance and the impact of carbon
rate change on the foaming creation. After experi-
ments all results show that the melting time can be
reduced from 42min to 35 min, which is 20% time
saving, the electrical energy consumption also has
been reduced from 13.93kWh to 10kWh which is
39.3% saving. On the other hand, the foaming slag
optimum height was reached at 1 cm. Therefore, a
simple modelling has been designed and calcula-
tions have been made on heat transfer at the sur-
face opening of the Induction Furnace and temper-
ature loss has been reduced from 878°C to 870°C,
with heat transfer loss reduced from 27.99kW to
26.38kW which was 6.10% of energy saving.
Keywords: energy efficiency, foaming slag, induc-
tion furnace, foundry metal casting 
1. Introduction
For many years, trying to be energy efficient has
become one of the first priorities all over the world.
The energy efficiency goal is to reduce the amount
of energy required to provide products and services
(Wikipedia, 2014). The efficiency benefits can also
be gained through environmental improvements.
More than ever, companies are facing increased
competitive pressures to produce high quality prod-
ucts at equal or lower cost. With rising energy
prices, companies are put under pressure to bring
energy costs in line with standards of best practice.
The efficiency is applied to all sectors so that they
may be able to control and to use less energy by
having a good result at the end of the process.
South Africa, for many years, is now facing very
big challenges regarding energy consumption usage
due to lower price of electricity which was a lack of
motivation to save energy and has a negative effect
of high energy usage (Rasmeni, 2014) (Figure 1).
South African Industrial sectors (agriculture, mining,
manufacturing and construction) are some of the
biggest consumers of energy and use almost 45 to
49% of energy in South Africa (Davidson, 2006;
Matlala, 2004). In the industrial sector, iron & steel
use 29% of energy in the industrial sub-sector
(Davidson, 2006). Therefore, in the iron & steel
sector, foundries are the biggest consumers using
different types of furnaces with the Induction
Furnace known as the most efficient. Energy effi-
ciency of any foundry largely rides on the efficiency
of the melting process. Melting is the most energy-
intensive operation in the metal casting industry
with 55% of the total energy in the foundries
(Incorporated, 2005) (Figure 2). The induction
heating process has been considered as high pro-
ductivity, repeatable quality, and green heating
technology compared to other fuel-fired furnaces
(Dang, 2012).
The aim of this paper is to increase the efficien-
cy of the Induction Furnace (IF) by using a foaming
slag layer as insulation material to reduce the heat
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loss at the opening of the Induction Furnace (Figure
3). The importance of this paper is to show the
value of the carbon rate change in the creation of
the foaming slag and the impact that it plays during
this process on the energy efficiency procedure. The
use of the foaming slag will decrease the heat loss,
which will increase the efficiency of the furnace. As
such, a Heat Transfer calculation will be conducted
at the opening of the Induction Furnace to measure
the heat loss during the process and to show the
relation between the foaming slag and the heat
transfer at the furnace opening. 
2. Experimental methods
2.1 Materials, apparatus and procedure
For this investigation, the materials used were slag
particles, oxygen gas, pure carbon particles and
cast-iron scraps (Figure 4). In this paper, the exper-
imental processes were done using a small labora-
tory Induction Furnace of 5 kg, an electrical power
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Figure 1: Electricity intensity and electricity prices in South Africa: 1993 to 2005
Figure 2: Melting operation as the most energy-
intensive operation in metal casting industry
Figure 3: Mechanism of foaming slag creation
Figure 4: Cast-Iron scraps and carbon particles
station (Figure 5), some alumina lances used to
inject gas, a pyrometer to measure the temperature
and a thermometer. 
Figure 5: Laboratory induction furnace and
electrical power station
Figure 5 shows the schematic diagram of the
experimental procedure, which consists of 4 main
steps.
Figure 6: Schematic diagram of experiment
procedure of foaming slag creation
Before any procedure, cast-iron scraps (5 kg)
and the carbon particles in different weight of
21.27, 30, 35, 40, 45, and 55g were prepared. First
step, the slag particles were poured into the cru-
cible, followed by the cast-iron scrap reduced into
small pieces and thereafter the laboratory’s induc-
tion furnace was switched on. 
At the temperature of 900°C when the cast-iron
scraps are melting, the slag particles also melted
and due to the difference of densities of the two
melted elements, the slag has started floating and,
at the same time, 100 ml of oxygen gas is injected
for 30 seconds into the molten. Thereafter, the car-
bon is now injected at 21.27g for the first experi-
ment and the procedure went on and on until the
last 55g of carbon was injected in the last experi-
ment. The oxygen gas was injected for 30 seconds
to ensure the reaction as shown in Figure 3 above.
From the starting point until the measurement of
the temperature on top of the foaming slag, the
melting time and the power consumed were meas-
ured. The measurement of the height of the
foaming slag was made  by inserting an alumina rod
into the molten and traces of the foaming slag left
on the rod was allowing the reading of the height of
the foam (Figure 7).
The melting process will be done using a pre-
heated furnace for every experimental procedure
due to the results obtained from the basic experi-
mental procedure shown in Table 1.
3. Results and discussion
The results and discussion will give the influences of
the carbon rate changes and its effect on parame-
ters mentioned in Table 2.
3.1 Influences of foaming slag height
The carbon particles used in the melting process for
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Figure 7: Overview of the measurement of
height of the foaming slag using alumina rod
Table 1: Basic melting experimental processes for cold and pre-heated furnace
Melting time Electrical power ) Temperature Heat transfer
(min) consumption (kWh environment (oC) rate (kW)
Cast-iron cold furnace 49 16.98 22 156.8
Cast-iron pre-heat furnace 43 14.66 22 136.53
the foaming slag creation have been poured into
the furnace at different rates from 21.27 to 55g.
Figure 8 shows the variation of the height according
to the carbon poured into the furnace; it also shows
the height going up from 0.8 mm to 1cm for 40g of
carbon poured. At 45g and 55g, the height started
to decrease due to carbon particles which were now
in excess and started destroying the foaming slag
that was already made. 
At the optimum, the temperature at the surface
was 878°C, the melting time was 42 minutes and
the optimum foaming slag height was 1cm, the elec-
trical power consumption used was 13.93kWh. 
At 40g of carbon poured in the molten, the reac-
tion has reached the optimum and above this
amount of carbon, the particles started destroying
the bubbles because of the surface tension. A study
conducted by Aminorroaya and Edris (2002) on
the effect of foamy slag in electrical arc furnaces on
electric energy consumption shows that the varia-
tion of carbon rate more than 9kg/min has no effect
on slag foaming and increasing in electric energy
consumption by increasing in melting time
(Aminorroaya and Edris, 2002). 
3.2 Effect of melting time and temperature
of the molten
The melting time and the temperature of the molten
during this operation were also influenced by the
carbon that was poured into the molten during the
procedure. Figures 10 and  11 show that increasing
the carbon in the molten until a certain point was
contributing to the oxidation which was exothermic
and increasing the heat means decreasing the melt-
ing time of the cast-iron in the crucible. 
Figure 10 shows that at 21.27g the melting was
42 min and slightly increases for 1min at 43 min.
But at 35g and 40g, the melting time starts decreas-
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Table 2: Variations of parameters during the experimental procedure
Oxygen Carbon Foam Melting time Electrical power Temperature Temperature Heat Percentages
(ml/sec) (gr) height (cm) (min) consumption surface of of the transfer
(kWh) foaming slag (oC) molten (oC) rate (kW) (%)
1 100 21.27 0.9 42 13.93 878 1275 32.62 38.21
2 100 30 0.9 39 13.85 878 1269 31.89 38.16
3 100 35 0.85 38 10.75 872 1263 30.23 37.20
4 100 40 1.0 35 10 865 1261 29.7 36.01
5 100 45 0.7 40 12.82 870 1271 29.3 36.86
6 100 55 0.6 41 14.34 877 1265 28 38.06
Figure 8: The effects of carbon rates variation on the foaming slag height
Figure 9: Variation of carbon injection rate with
slag height 
Source: Aminorroaya and Edris (2002)
ing and the minima time was at 40g of carbon
poured into the molten. From 45g until 55g, the
melting time starts increasing again. During the
melting process at 35g and 40g the oxygen gas
injected at 100ml/sec has reacted until the major
percentage of carbon injected was consumed due
the reaction. But at 45 and 55g, the oxygen gas at
100ml/sec wasn’t enough to oxidize all the carbon
and that increases the time due the extra material
added in the molten. But Figure 11 shows the rela-
tion between the temperature and the carbon rate
injected in the molten from 21.27 to 40g, tempera-
ture was increasing due to the exothermic reaction
which brought extra heat in the molten at
100ml/sec. But from 45 to 55g, heat was brought
up and the rate of the oxygen could react with all
the carbon particles poured in the molten. Ozturk
and Fruehan have shown the impact of temperature
on the foaming height. Foaming height on Figure 8
decreases with increasing the temperature
(Fruehan, 1995). This shows the co-relation
between the carbon and the temperature during the
melting process.
3.3 Influence of electrical energy
consumption
During the reading of electrical power, the carbon
rate injection has shown some variation during the
process. In fact, some other parameters have
played an important role in the reduction of electri-
cal energy consumption such as the basicity of the
slag (Aminorroaya and Edris, 2002). Figure 12
shows the variation of the electrical power con-
sumption. From 21.27g to 40g, the electrical ener-
gy went down and slightly started increasing from
40 to 55g.
Therefore, from 21.27g to 40g the room tem-
perature was 23°C and from 40 to 55g room tem-
perature was 9° less than normal. Room tempera-
ture also played a part on the heating process of the
material, the time and eventually on the energy
needed to heat the cast-iron. Figure 13 shows that
the electrical energy consumption varies with the
foaming slag height. If the foaming slag height
increases, the electrical energy consumption
decreases (Aminorroaya and Edris, 2002). 
Aminorroaya and Edris (2002) have also stud-
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Figure 10: Influence of carbon rate on the melting time
Figure 11: Influence of the carbon rate injection on the temperature of the melt
ied and found the influence of the carbon rates on
the electrical energy consumption and during their
experience, electrical energy decreased with
increasing carbon injection rate up to 9kg/min. 
3.4 Influence of surface temperature of the
foaming slag
The temperature determination on the surface of
the foaming slag has all to do with the thickness of
the foaming slag and the contribution of the carbon
particles. The foam creation is one of the major ele-
ments during the process.
Figure 15 shows that from 21.27g to 40g the
temperature decreases due to the carbon rate,
which influences the foaming slag height, and
increases the thickness of the foaming slag.
Increasing the thickness means increasing the height
which decreases the heat loss on top of the furnace
(Figure 16). At 45g and 55g, the temperature starts
increasing due to the fact that the foaming slag
started to be destroyed due to the excess of carbon
particles in the molten. The carbon particles reacted
with the bubble and start destroying them and as
Journal of Energy in Southern Africa  • Vol 26 No 2  • May 2015 69
Figure 12: Influence of carbon rate injection on the electrical energy consumption kW
Figure 13: Relationship between the electrical energy consumption and the foaming slag height
(cm)
Figure 14: Variations of carbon injection rate with
electrical energy consumption 
Source: Aminorroaya and Edris (2002)
such decreasing the foam height (Y. Zhang, 1995).
The surface temperature of the foaming slag has
also everything to do with the foaming height thick-
ness. 
3.5 Heat transfer calculation
The heat transfer in the induction furnace is located
and comes from the metal to be heated. The ther-
mal transfer is done to the wall and to the top or
opening of the furnace. An Induction furnace is a
made of a crucible in graphite, some coils cooled by
water circulation (Mauricio V. Ferreira da Luz,
2010). Those coils are protected by an insulation
material or refractory.
For a better understanding of the furnace, mod-
elling should be done to see which part of the fur-
nace might be influencing the calculation. The
choice of the domain is very important because it
shows and gives the kind of heat applied for. The
aim is to find some domains which will influence
and show which types are used: conduction, con-
vection and radiation. Our focus will be on the ther-
mal problems. Figure 17 gives us a sketch of the fur-
nace and the possible heat and domain which
needs to be measured.
The calculus domain in our case will only be
focused on the thermal problem, the inductor
region will be considered as one single core and the
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Figure 15: Influence of carbon rate injection (g) on the surface temperature of the foaming slag (°C)
Figure 16: Relationship of temperature at the surface of the foaming slag with the foaming slag
height at different carbon rate injection
Figure 17: Sketch of the induction furnace
calculation will be done according to that.
The boundaries of the calculus domain are in
fact the surface through that thermal transfer from
the furnace parts to the surroundings. 
At the surface of the furnace the domain will be
given by and the heat transfer is a combination of
convection and radiation:
4. Conclusion and summary
The importance of energy efficiency has been
demonstrated during the experimental procedure.
This paper illustrated the importance of the foaming
slag during the melting process and the utility of the
foaming slag during the heat loss. The results of the
experiments and observations revealed that: 
1. At 40g, the use of the foaming slag in the induc-
tion furnace has given a melting time saving of
5 minutes which is almost 17.15% of time. 
2. The electric energy consumption has been
saved from 13.93kW to 10kW at 39.3% of elec-
tricity energy. At 40g of carbon injected, the
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foaming slag obtained its optimum at the height
of 1 cm. 
3. The foaming slag insulation has helped reduce
the temperature radiation from 878°C to 870°C.
The thickness of the foam creates a layer which
could reduce the heat loss.
4. The heat transfer calculation during the param-
eters change shows a variation of the heat loss
due to the height (Figure 18). The graph line
goes down with the heat loss decreasing and
that means if the height decreases the heat loss
increases. The heat transfer loss during the cal-
culation gives a variation of temperature from
27.99kW to 26.38kW, which give a saving of
6.10%.
5. Comparing the basic experimental heat loss
(136.53kW) with the heat loss during the foam-
ing slag (26.38kW) creation almost shows the
importance of using foaming slag during the
process because in this case, using foaming slag
reduces the heat loss to 110,15kW which is
almost 19.4% of the energy loss. 
6. Usage of foaming slag in the induction furnace
in this experiment shows that the foaming slag is
theoretically and practically efficient but coming
to the heat transfer a tremendous heat loss
occurred due to the thickness of the foaming
slag, which was very tiny and instead of reduc-
ing more heat radiation its reduces less.
7. The improvement of the induction furnace using
carbon injection parameters in this research can
be implemented to the actual furnaces and not
only to the Lab situation.
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Figure 18: Relation of heat loss with height of foaming
Figure 19: Comparison and variation of heat transfer (kW) and foaming slag height (cm) due to
carbon rate injection at 100 ml/sec oxygen
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